NAVICPDAO4 PRESERVATION AND PACKAGING FOR GENERAL PURPOSE
ELECTRONIC TEST EQUIPMENT (GPETE) BUYS (MAY 1996)

A GENERAL REQUI REMENTS - Preservation and packagi ng shal

af ford adequate protection agai nst worl dw de shi ppi ng, handling
and storage conditions. M L-STD-2073 net hods/standards shall be
used as a guideline. The supplier's comercial practice nay be
used when these requirenents are fulfilled, with the follow ng
excepti ons:

1. Unl ess specified, the supplier's bul k packaging is not
consi dered adequate for U S. Navy or Foreign Mlitary Sal es
shi pments. In lieu of specific instructions, ASTM D 3951,
Standard Practice for Comrercial Packaging, may be used as a
guideline to determ ne the quantity per unit pack.

2. As a minimum electrostatic discharge sensitive (ESDS)
devi ces shall have an initial wap, bag, or pouch of
el ectrostatic-protective material (ML-B-81705, Type Il or
equivalent). An outer heat-seal ed bag constructed from M L- B-
81705, Type | material is also reconmended for itens whose
performance nmay be conprom sed by electrostatic or
el ectromagneti c forces.

3. Itenms or packages that require packing for acceptance
by a carrier shall be packed in exterior shipping containers in
a manner that will ensure safe transportation, at the | owest

rate, to the point of delivery. Hazardous material shall be
packaged in accordance with the regul ati ons of the node of
transportati on used for shipnent.

B. CONSOLI DATI ON PACKAG NG - Consol i dation of matched set
itens shall be acconplished as follows: Conplete sets shall be
packaged in the sane contai ner whenever possible; when a single
contai ner is not possible and di nensions allow, the sets shal
be banded together to forma unit |oad. Containers shall be
clearly marked to identify the nunber of packages in a set.

C. LOCSE- FI LL MATERI ALS - Shredded paper (newspaper, office
scrap, conputer sheets, waste paper, etc.) excelsior,

pol ystyrene and other |oose-fill materials are prohibited for
use as cushioni ng/ dunnage in all packagi ng and packi ng
oper ati ons.



D. CAUTI ON MARKI NGS FOR ASBESTOS | TEMS OR | TEMS CONTAI NI NG
ASBESTCS - In accordance with 29 CFR, a caution |abel shall be
pl aced on all unit, intermedi ate and shi pping containers for
itens containing asbestos in a formthat can be inhaled. |If
furni shed supplies require the asbestos caution |abel, the
contractor shall notify the contract adm nistrator prior to
shi pmrent of material.

RETURN TO INDEX


http://www.navicp.navy.mil/02/clauses/navicplocalindex.htm#d

